


HEPCO Introduces the LeadHound®© Lead Detection System

Specifications:
Size: 67cm x 57cm x 53cm (30" x 32" x 21")
Weight: 50 kg (110 Ibs) not including computer
Chamber Size: 37 cmx47cmx44cm (14" x 18" x 17")

X-Ray: Air-cooled, micro-focus x-ray tube
X-ray fluorescence (isotope-free) operation
50kV - Adjustable up to 50W
Molybdenum anode
High-purity, Si PIN-diode detector
Hardened enclosure with leaded polycarbonate window
Interlock switch on sliding door - keyed operation

Optics: Color CCD camera with zoom
Micro-laser and LED guides for precision positioning

Computer: Intel Pentium 4
40 gigabyte hard drive
DVD-ROM, 3.5" floppy drive
Microsoft Window XP Professional
Microsoft Office
Video display card for PC monitor
Industry-leading fundamental parameter analysis software
Includes algorithms for accurate analysis without known sample

Options:

X-Y Positioning Stage
Joystick targeting control for quick X-Y adjustments
Enables "point-and-shoot" operation

HEPCO LeadHound®© Equipment Stand
Steel frame for rigid support
Large locking casters
Handsome, sturdy tabletop
Adjustable monitor arm
Adjustable table height for operation while standing or sitting
Under-table shelf for computer storage
Retracting adjustable keyboard/mouse platform
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